
T
able 1.  C

om
pliance guide for the O

S
H

A
 C

onstruction Industry A
sbestos S

tandard (29 C
F

R
 1926.1101). N

ote:  C
haracterize w

ork in accordance w
ith all applicable subcategories, and apply all controls

required for all subcategories. S
om

e types of w
ork m

ay not be adequately described in this table.
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 except for infeasible conditions such as sloped roofs; X

 =
 required; O

 =
 not required or not allow

ed; —
 =

 not specifically addressed.
 1 P

rohibited activity. Includes non-ventilated abrasive disc saw
, blow

-off, dry sw
eeping or shoveling, em

ployee rotation.
 2 P

osting is required for all regulated areas.
 3 Includes local exhaust and general exhaust, enclosure, and isolation (as feasible or necessary).
 4 D

aily m
onitoring is usually not required if using supplied air respirators in positive pressure m

ode (note: does not require pressure dem
and-type respirator to take this credit).

 5 S
upplied air-pressure-dem

and respirator w
ith auxiliary excape H

E
P

A
 or S

C
B

A
 (>

l.0 f/cc) or a P
A

P
 respirator w

ith full facepiece and H
E

P
A

 filters (<
1.0 f/cc).

 6 O
ne of the follow

ing control m
ethods m

ust be used: N
P

E
, glove bag, negative-pressure glove bag, w

ater spray, m
ini-enclosure, or alternative procedures.

 7 40-hr training equivalent to E
P

A
 project designer or supervisor training.

 8 O
r equivalent, w

ith the requirem
ent to prove the efficacy of the equivalent m

ethod. T
his includes perim

eter sam
pling w

ith 24-hour turnaround. P
erim

eter levels m
ust m

eet the A
H

E
R

A
 clearance levels.

 9 M
ini-enclosures lim

ited to a “sm
all w

alk-in cham
ber that accom

odates no m
ore than 2 persons. M

ini-enclosures are only to be used for sm
all jobs.

10 S
pecific additional requirem

ents are provided for flooring w
ork, roofing, T

ransite w
ork, and gasket rem

oval. F
or other C

lass II w
ork, m

aterial m
ust be rem

oved intact unless this is not feasible.
A

lternative procedures are allow
ed if exposure is less than the P

E
L and a com

petent person certifies the alternative m
ethods are adequate to keep exposure below

 the P
E

L at all tim
es.

11 T
hese procedures m

ay be used in lieu of, or in addition to other procedures specified for C
lass II w

ork.
12 A

n N
P

E
 is required for the rem

oval of floor tiles if they cannot be rem
oved intact and breaking of the tile creates dust.

13 16-hr training equivalent to E
P

A
 O

&
M

 training.
14 C

ertain roofing activities involving A
C

M
 are exem

pt from
 C

lass II category.
15 F

ull decontam
ination facilities m

ust be provided if w
orking in a regulated area w

here one is required for persons doing other w
ork.

16 N
ot required, provided that w

ork is perform
ed in areas w

here untrained persons do not have access.
C

lass I asbestos w
ork:  R

em
oval of T

S
I or surfacing A

C
M

 or P
A

C
M

; C
lass II asbestos w

ork:  R
em

oval of A
C

M
 that is not T

S
I or surfacing m

aterial (includes floor tiles, shingles, m
astics); C

lass III
asbestos w

ork:  R
epair and m

aintenance w
here any type of A

C
M

 is likely to be disturbed; C
lass IV

 asbestos w
ork:  C

ustodial-type activities that involve contact w
ith A

C
M

 and P
A

C
M

.


